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XLED-DOT-MEDIUM-RGB

XLED-DOT-PREMIUM-RGB

XLED-DOT-MEDIUM-RGBW

XLED-DOT-PREMIUM-RGBW

XLED-SQD-RGB

XLED-SQD-RGBW

XLED-RD-RGB

XLED-RD-RGBW

30mm

30mm

60mm

54,5mm
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Ø 45mm

Light intensity: 12cd

Light intensity: 20cd

Light intensity: 35cd

Light intensity: 55cd

Light intensity: 12cd

Light intensity: 15cd

Light intensity: 12cd

Light intensity: 15cd

Power consumption: 0,9W

Power consumption: 1,2W

Power consumption: 1,6W

Power consumption: 2,1W

Power consumption: 1,5W

Power consumption: 1,8W

Power consumption: 1,5W

Power consumption: 1,8W

Operating voltage: 7-12V

Operating voltage: 7-12V

Operating voltage: 15-24V

Operating voltage: 15-24V

Operating voltage: 21-24V

Operating voltage: 21-24V

Operating voltage: 21-24V

Operating voltage: 21-24V

Warranty:
5 years 

Warranty: 
5 years

Warranty: 
5 years

Warranty: 
5 years

Warranty: 
3 years

Warranty: 
3 years

Warranty: 
3 years

Warranty: 
3 years

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Beam angle: 120°

Designed in Italy

Designed in Italy

Made in Germany

Made in Germany
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